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AHDUS250F_Product Reference Card

8MB
(1) x 6’ USB Type A - B Cable (1.8m)
80 / 250 / 320 GB
(1) x USB Type mini-B
Metal / Plastic
(1) x Blue
10% to 85%, non-condensing 
0°C~40°C (32°F~104°F)  
Bus power
5400 RPM
5% to 90%, non-condensing
-20°C~60°C (-4°F~140°F) 
480 Mbps
5 in. (12.7 cm), 0.5 in. (1.3 cm), 
3 in. (7.6 cm) 
6 oz. (0.18 kg)
USB 1.1 and 2.0 compliant

Buffer Size
Cable
Capacity 
Connector
Housing
LED’s
Operating Humidity
Operating Temperature
Power Adapter
Rotational Speed 
Storage Humidity
Storage Temperature
Transfer Rate   
Unit Dimensions (L x W x H)

Unit Weight
USB Specification      

USB port

LED

Metal casing

Specifications

aluratek.com

model # AHDUS250F - enclosure 
model # AHDUS250F80 - 80GB capacity 
model # AHDUS250F250 - 160GB capacity 
model # AHDUS250F320 - 320GB capacity 

• Windows 98SE, 2000, XP & Vista
• Mac OS 9 or later
• Available USB port

Requirements

• 2.5” USB 2.0 External SATA Hard Drive 
• USB 2.0 Cable (Type A to mini-B) 
• Carrying Case 
• Quick Start Guide 
• Warranty / Registration Card 
• Driver CD (for Windows 98SE only)  

Package Contents

     2.5” USB 2.0 External SATA Hard Drive
High-Speed USB 2.0 with data transfer rate up to 480 Mbps

• High-Speed USB 2.0 with data transfer speed up to 480 Mbps 
• Bacward compatible with USB 1.1 specification 
• Supports SATA Hard Drives up to 320GB
• Easily store and access digital music, photo, video, multimedia
  and personal data files
• Compact and lightweight - perfect for mobile professionals 
• Bus powered - No AC adapter required 
• Plug-n-Play, Hot swappable, and Hot Pluggable 
• Limited 1 Year Warranty  

Features

Plug-n-Play to your desktop or laptop 
computer to easily store and transfer 
all your files!

Hi-Speed data transfer rate up to 
480 Mbps - up to 320GB capacity
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